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GENERAL NOTES
1. ALL WORKS SHALL CONFORM TO THE CURRENT INFRASTRUCTURE DESIGN MANUAL

REQUIREMENTS
2. ALL DIMENSIONS ARE IN METRES U.N.O.
3. ALL CHAINAGES ARE MEASURED ALONG THE ROAD CENTRELINE U.N.O.
4. SETOUT POINTS ARE TO LIP OF KERB U.N.O.
5. COUNCIL'S ENGINEERING PROJECTS OFFICER, HEINZ ZAJAC IS TO BE CONTACTED ON 0458

837 402 WHEN ARRANGING INSPECTIONS.

PROTECTION
6. THE LOCATION OF EXISTING SERVICES SHOULD BE DETERMINED BY THE CONTRACTOR

PRIOR TO COMMENCING ANY EXCAVATION BY CONTACTING ALL LOCAL SERVICE
AUTHORITIES. ANY EXISTING SERVICES SHOWN ON THE DRAWINGS ARE OFFERED AS A
GUIDE ONLY AND ARE NOT GUARANTEED AS CORRECT. THE CONTRACTOR IS RESPONSIBLE
FOR THE LOCATION OF AND ANY DAMAGE TO EXISTING SERVICES WHETHER SHOWN ON
CONSTRUCTION DRAWINGS OR NOT.

7. NO EXCAVATION SHALL BE CARRIED OUT WITHIN 5.0m OF ANY EXISTING TREE UNTIL
APPROVAL HAS BEEN GIVEN BY THE SUPERINTENDENT. NO TREE IS TO BE REMOVED
WITHOUT APPROVAL BY THE SUPERINTENDENT.

8. THE CONTRACTOR IS TO ENSURE HIS CONSTRUCTION PROCEDURES AND STANDARDS
CONTROL THE VOLUME AND LOCATION FOR COLLECTION OF SEDIMENT DISCHARGE
ACCORDING TO EPA - ENVIRONMENTAL GUIDELINES FOR MAJOR CONSTRUCTION SITES.

12. THE CONTRACTOR SHALL AT ALL TIMES PROVIDE APPROPRIATE PROTECTIVE AND
PRECAUTIONARY MEASURES TO ENSURE THE SAFETY AND FREEDOM FROM INJURY,
DAMAGE, OR INTERFERENCE OF ALL ADJACENT LANDS, PROPERTIES, WAYS, SERVICES AND
OF PERSONS AT ANY TIME IN VICINITY OF THE SITE OF WORKS.

EARTHWORKS
9. ALL AREAS TO BE FILLED ARE TO BE STRIPPED TO AN APPROVED FOUNDATION AND FILL

MATERIAL SHALL BE AN APPROVED MATERIAL PLACED IN 150mm LAYERS COMPACTED TO
95% STANDARD COMPACTION.

10. ALL EXCESS SPOIL SHALL BE DISPOSED OF, OFF SITE, IN ACCORDANCE WITH THE
CONTRACT OR AS DIRECTED BY THE SUPERINTENDENT.

PAVEMENT
12. PAVEMENT DEPTH SPECIFIED IS A MINIMUM DEPTH AND MAY BE VARIED BY THE

SUPERINTENDENT. WHERE DIRECTED, SOFT SPOTS SHALL BE EXCAVATED TO A HARD BASE
AND BACKFILLED WITH APPROVED MATERIAL IN 150mm LAYERS.

CONCRETE
11. NEW CONCRETE SURFACES ARE TO EXTEND TO THE PROPERTY LINE WHERE SHOWN

ADJACENT. WHERE IN DOUBT, SEEK APPROVAL FROM THE SUPERINTENDENT.
12. CONCRETE SHALL HAVE A MINIMUM 28-DAY COMPRESSIVE STRENGTH OF 25MPa.
13. TRAFFICABLE CONCRETE SURFACES TO BE PROVIDED WITH A STIPPLE FINISH WHERE

EXPOSED AGGREGATE FINISH IS NOT NOMINATED.
14. ALL KERB RAMPS/LAYBACKS ARE TO BE POURED AS SINGLE PIECE ITEMS FROM LIP TO BACK

OF RAMP. NO JOIN WILL BE PERMITTED WITHIN KERB RAMPS OR LAYBACKS.

15. ALL WATER AND SOFT MATERIAL MUST BE REMOVED FROM EXCAVATIONS  PRIOR TO
CONCRETING.

16. TENDERERS SHALL INSPECT THE SITE AND ALLOW FOR REMOVAL AND REPLACEMENT OF
UNSUITABLE MATERIAL WITH APPROVED FILL AS SPECIFIED.

17. ALL CONCRETE TO BE MECHANICALLY VIBRATED IN ACCORDANCE WITH AS3600.
18. NO WATER SHALL BE ADDED TO THE MIX AFTER IT HAS LEFT THE BATCHING PLANT.
19. SHOULD THE CONCRETE MIX BE ALTERED AFTER THE BATCHING PROCESS IT SHALL BE

REJECTED.
20. FORMWORK MUST REMAIN IN POSITION AT LEAST 48 HOURS FOLLOWING THE COMPLETION

OF THE CONCRETE POUR.

TACTILE GROUND SURFACE INDICATORS
21. TGSIs SHALL BE OF PLASTIC CONSTRUCTION, CAST IN PLACE, REPLACEABLE ITEMS WHITE

IN COLOUR AS APPROVED BY THE SUPERINTENDENT.
22. WARNING TACTILES PLACED EITHER SIDE OF CROSSING LOCATIONS SHALL BE ALIGNED

WITH ONE AND OTHER.
23. WHERE WARNING TACTILES ARE PLACED TOWARD A ROAD CARRIAGEWAY, THEY SHALL BE

PLACED 300mm MINIMUM BEHIND THE LINE OF THE INVERT OF THE KERB.
24. WARNING TACTILES ARE TO BE PLACED WITH A MINIMUM 150mm GAP TO THE BACK OF

EDGE STRIPS AT WOMBAT CROSSING LOCATIONS.

DRAINAGE
25. AG DRAINS SHALL BE PROVIDED BEHIND ALL KERBS TO IDM SD 145 U.N.O.
26. AG DRAINS TO BE PLACED BEHIND KERB IN PREFERENCE TO BENEATH, UNLESS APPROVED

BY THE SUPERINTENDENT.
27. ALL DRAINAGE PIPES TO BE CLASS 2 RCP RRJ INSTALLED TO MANUFACTURER'S

RECOMMENDATIONS WITH 'H2' TYPE BEDDING TO AS3725 U.N.O.
28. ALL PIPES TO BE INSTALLED BENEATH A CONCRETE OR ASPHALT FINISHED SURFACE SHALL

HAVE THEIR TRENCHES BACKFILLED WITH CLASS 3 FINE CRUSHED ROCK COMPACTED IN
LAYERS.

29. ALL FIBREGLASS STYLE DRAINAGE PIT LIDS INSTALLED AS PART OF THIS PROJECT ARE TO
BE GREY IN COLOUR.

30. WHERE EXISTING DRAINAGE PITS ARE TO REMAIN IN PLACE IN AREAS OF NEWLY FINISHED
SURFACES, THEY ARE TO HAVE THEIR LIDS REPLACED WITH GREY COLOUR FIBREGLASS
STYLE LIDS APPROVED BY THE SUPERINTENDENT.

31. ALL GRATED COVERS ON DRAINAGE ELEMENTS ARE TO BE HOT DIP GALVANISED OR
STAINLESS STEEL. UNPROTECTED MILD STEEL GRATES WILL NOT BE ACCEPTED.

SIGNAGE AND LINEMARKING
32. SIGNAGE AND LINEMARKING TO BE INSTALLED IN ACCORDANCE WITH AS1742.2-2009.

LINEMARKING SHALL BE IN ACCORDANCE WITH VICROADS REQUIREMENTS WITH LATERAL
WORKS AND ARROWS BEING COLD APPLIED PLASTIC TROWELLED INTO PLACE (MATERIAL
DEGADUR OR PLASTELINE) AND LONGITUDINAL LINES BEING EXTRUDED THERMOPLASTIC
MATERIAL (VICROADS SPEC. SEC. 710 & 724).

33. BLUE COLOURED RETRO-REFLECTIVE PAVEMENT MARKERS ARE TO BE PLACED IN THE
FINISHED PAVEMENT SURFACE ADJACENT TO FIRE HYDRANTS.

34. SIGN POSTS ARE TO BE INSTALLED IN CONCRETE FOOTING AS DETAILED
35. SIGN FACE MATERIAL SHALL BE ALUMINIUM ALLOY NOT LESS THAN 2mm THICK TO AS2848.
36. SIGNAGE FASTENERS SHALL BE TAMPER AND VANDAL RESISTANT

REINSTATEMENT
37. ALL DISTURBED NATURE STRIPS AND BATTERS SHALL BE COVERED WITH 100mm MIN.

DEPTH TOPSOIL AND SEEDED WITH AN APPROVED SEED AND FERTILISER MIXTURE U.N.O.
38. AT COMPLETION, THE WHOLE SITE SHALL BE CLEANED UP, GRADED OVER AND ALL

RUBBISH REMOVED, AND THE SITE LEFT IN A CLEAN AND TIDY CONDITION TO THE
SATISFACTION OF THE SUPERINTENDENT.

STANDARD DRAWINGS INDEX
IDM SD 100 - TYPICAL KERB PROFILES 'B' TYPE, 'SM' TYPE & 'M' TYPE
IDM SD 110 - TYPICAL KERB BEDDING DETAIL
IDM SD 130 - KERB & CHANNEL INSTALLATION ABUTTING EXISTING PAVEMENT
IDM SD 145 - SUBSOIL DRAINAGE

IDM SD 200 - PEDESTRIAN CROSSING
IDM SD 205 - TYPICAL FOOTPATH DETAIL
IDM SD 210 - TYPICAL FOOTPATH JOINTS
IDM SD 220 - REINFORCED CONCRETE PAVEMENT ISOLATION JOINT
IDM SD 225 - REINFORCED CONCRETE PAVEMENT TYPICAL JOINT DETAILS
IDM SD 270 - PRAM CROSSINGS DDA COMPLIANCE DETAILS

IDM SD 310 - TRENCHING BACKFILL (TRENCHES WITHIN 1m OF COUNCIL ASSETS)

IDM SD 400 - TYPICAL PIT DIMENSIONING AND SETTING OUT DETAIL
IDM SD 405 - UNHAUNCHED PITS (450Ø MAX. PIPE)
IDM SD 410 - HAUNCHED PITS
IDM SD 415 - MIN. WALL THICKNESS FOR REINFORCEMENT IN MASS CONCRETE PITS (CAST IN-SITU)
IDM SD 420 - JUNCTION PIT IN ROAD RESERVE
IDM SD 426 - JUNCTION PIT WITH NON-CONCRETE COVER (NON TRAFFICABLE AREAS)
IDM SD 431 - 900 x 600mm SIDE ENTRY PIT PIPES UP TO 450mmØ (PRECAST CONCRETE LINTEL)
IDM SD 435 - SIDE ENTRY PIT-900m INLET WITH CAST IRON COVER & CONCRETE SURROUND FOR 'SM2'
IDM SD 475 - GRATED SIDE ENTRY PIT INLET 900mm WITH CONCRETE SURROUND FOR 'B2'

IDM SD 525 - FLUSHOUT RISER DETAIL
IDM SD 530 - FLUSHOUT RISER COVER DETAIL
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SCALE
1:500 @ A1      1:1000 @ A3

- PAVEMENT TYPE A

- PAVEMENT TYPE B

- PAVEMENT TYPE C

- INFIL BETWEEN RAIL AS PER LANDSCAPE DRAWINGS

- LAWN AREA AS PER LADNSCAPE DRAWINGS

- RAIL REHAB AS PER LANDSCAPE DRAWINGS

 SURFACE LEGEND
 LEGEND

- TOE OF BANK

- FOOTPRINT - EDGE STRIP TYPE KERB

- TOP OF BANK

- SWALE FLOW PATH

- DRAINAGE PIPE- GARDEN BED AS PER LANDSCAPE DRAWINGS- SEALED SURFACE

- M4 TYPE KERB

- B3 TYPE KERB

 BOUNDARIES LEGEND

- VICTORIAN HERITAGE INDEX BOUNDARY

- VICTORIAN HERITAGE REGISTER BOUNDARY
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- PAVEMENT TYPE C
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- TOE OF BANK
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